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RGBWW PANEL COMPARISON 2  -  RAYZR MC

RETAIL PRICE $ 1,199
€ 1,099

$ 4,299 - B&H
€ 3,713 - CVP

$ 4,212 - B&H
€ 3,715.8 - CVP

CRI Average ＞ 95
TLCI Average ＞ 90

2,800K - 10,000K

+/- 100 K (nominal)

105º

HSI / X, Y Coordinates / RGBW

Unknown

CRI/TLCI 97 Daylight
CRI/TLCI 99 Tungsten

2,700K - 6,000K

Unknown

93°

HSI / RGBW

Unknown

Color Rendition

White Light

Color Temperature Tolerance

Beam Angle

Color Modes

Number of Gels

LED SOURCE

Battery Option

Power Consumption

DC & Battery Voltage Range

AC Power Supply Input Range

Fixture Weight

Dimensions

Thermal Design

POWER SUPPLY

GENERAL

@ 1 m

@ 2 m

PHOTOMETRICS

N/A

325 W Nominal, 350 W Maximum

DC 28 V

AC 100-240 V, 50/60 Hz

V-mount Battery Plate × 2 - Optional
3-stud Gold Mount Plate × 2 - Optional

200 W Nominal, 220 W Maximum

DC 23 - 36 V

AC 100-240 V, 50/60 Hz

MODEL

10.1 kg (22 lbs)

635 x 318 x 165 mm

Fan Cooling

7.4 kg (16.3 lbs)

507 x 499 x 133 mm

Fan Cooling

TLCI 96-98 (CCT mode)
up to 95 (CCT mode)

2400-9900K Variable

+/- 50 K (nominal)

120°

HSI / X, Y Coordinates / RGBWW

318

V-mount Battery Plate - Built-in
3-stud Gold Mount Plate - Optional

190 W

12-24V DC

AC 100-240 V, 50/60 Hz

4.6 kg (10 lbs)

632 × 441 × 91 mm

Silent Passive Cooling

All product names, logos and brands are property of their respective owners. All company product and service names 
used in this comparison are for identification purposes only, use of these names, logos and brands does not imply endorsement.

Rayzr MC 200 Litepanels GeminiArri Skypanel S30-C

100% 5600K

4171 lx / 387 fc

1043 lx / 97 fc

100% 3200K

3835 lx / 356 fc

959 lx / 89 fc

100% 5600K

5409 lx / 469 fc

1352 lx / 126 fc

100% 3200K

5526 lx / 513 fc

1382 lx / 128 fc

100% 5600K

9713 lx / 902 fc

*2428 lx / 226 fc

100% 3200K

8155 lx / 758 fc

*2038 lx / 189 fc

* These photometrics are converted by:
“9713 lux @ 1m” & “8155 lux @ 1m” 


